
FOR CUSTOMIZATIONS OUTSIDE OF OUR GENERAL SPECIFICATION PLEASE CONTACT YOUR BERGSTROM REPRESENTATIVE

www.bergstromlighting.com

KUMA LS5475CC-MP/O/MPB

ARCHITECTURAL

Size 54mm x 75mm 

Mounting Options Suspended 
Surfacemount
Flush Mounted

CCT 3000 / 4000 / 5000 / 6500 K

CRI 80 / 90 

SDCM 3 

Housing Extruded Aluminium 

Housing Colours Standard Anodized / Black / White / Custom RAL 

Diffuser See Diffuser Options Page

End Caps Fixing Screws 

LED Lifetime Lumen Depreciation L80 B10 @ 50 000H rs 

F10 – 100 000 Hrs 

Dimming Methods DALI 

Emergency Standby Times 60Min / 120Min / 180Min 

Total Warranty 5Yr Warranty 

DIFFUSER OPTION LENGTH WATTAGE EFFECIENCY LUMENS
1200mm

1200mm

1200mm

 Opal

Opal

Opal

1200mm

1200mm

1200mm

Micro Prism

Micro Prism

Micro Prism

23W
34W

34W

51W

24W

44W

66 Lumen / W

63 Lumen / W

60 Lumen / W

88 Lumen / W

82 Lumen / W

76 Lumen / W

1518 Lumens

1953 Lumens

2640 Lumens

2025 Lumens

2864 Lumens

3852 Lumens


