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INDUSTRIAL

TERRA VAPOR PROOF

CCT 3000K / 4000K / 5000K / 6500K 
CRI 80
SDCM 3
UGR <24
Beam Angle 124’ 
IP Rating IP66
LED Lumen Depreciation L80B10 @ 74000Hrs 

F10 – 100000Hrs 
Surge Protection 2Kva 
Ripple <5% 
Diffuser Material UV Stabilized Polycarbonate 
Housing Injected polycarbonate, with UV protection Grey RAL 7035
Gasket Polyurethane 
Clips Stainless Steel 
Operating Temperature -30 – 45’C 
Warranty 5 Years 

MODIFICATION WATTAGE EFFICIENCY LUMEN PACKAGE 
4FT 250Ma 21W 138 Lumen / W 2869 Lumens

4Ft 350Ma HE 22W 157 Lumen / W 3872 Lumens

4Ft 350mA 30W 135 Lumen / W 4000 Lumens

4Ft 500mA 42W 131 Lumen / W 5688 Lumens

5Ft 250ma 26W 138 Lumen / W 3586 Lumens

5Ft 350ma 37W 138 Lumen / W 5000 Lumens 

5Ft 500ma 52W 131 Lumen / W 6812 Lumens

5Ft 500mA HE 60W 148 Lumen / W 9392 Lumens 


